
Checklist for Application Conditions Appropriate for the Products in the Citrikleen Product Line 
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Is this a small-scale 
industrial cleaning 
application being 
conducted directly by 
personnel? 

 

Low foam required? 

Is it a vessel or refinery unit requiring decontamination? 

YES 

NO 1 
Citrikleen B29 

Citrikleen CA 35, Envirogel by spray or 
Citrikleen (DEA), Citrikleen CR34 by foamer 

YES 

YES 

YES Citrikleen CR34 

Vertical residence 
time important? 

Stubborn 
fouling matrix, 
such as clay? 

NO 

YES 

YES Citrikleen XPC 
High solvency 
required? 

What is the predominant 
decontamination requirement? 2 

Foulant Removal? 

>1% 

ROC Product 

Liquid phase circulation 

Is maximum solvency needed or required? 

YES 

NO 

Is the potential for corrosion 
an issue or concern? 

 

What is the desired method of 
product application? 

 3 

YES 
NO 

Low foaming required? 

YES 

Citrikleen B29 
w/ Scavex  

NO 

Citrikleen HD 

Citrikleen CR34 

YES 

Citrikleen (DEA) 
w/ Scavex VP, 
Citrikleen HD 

Vapor phase 
co-injection 

YES 

Citrikleen XPC 
Envirosol 

4 

NO 

<1% 

Citrikleen (DEA) 

Gas Removal? 

H2S? 

Alkali Product 

NO 

NO 

NO 

High-pressure 
jetting 

NO 

YES 

Citrikleen HD w/ 
ROC 55X where 
VOC’s/H2S 
problematic 


