
FEATURES AND BENEFITS

INDUSTRIE ALIMENTAIRE

SEE REVERSE SIDE

DIRECTIONS FOR USE

LAUNDRY

OXYBRITE
Oxygen-based stain remOver

OXYBRITE is an oxygen-based stain remover used to remove 
organic stains and protein soils safely from colored clothing, linen
and work-wear while brightening fabrics.  It is color-safe and
effective on Nomex and other fire-retardant work-wear.

• Oxygen-based
• Safe on all colored fabrics and fire-retardant clothing

Use OXYBRITE for fabric pre-soaking or add via manual addition or injection pump system 
directly to wash cycle.  For optimum results, use in combination with West Penetone line of 
laundry care products.

Dependent on soil loading and water quality.  For most applications, use at a rate of 6-10 mL per 
liter of wash fluid.
Contact your West Penetone laundry care specialist for further information.

Effective in both hot and cold water.

Use procedure

Concentration

Temperature



EDMONTON 
11411-160 Street  
Edmonton, Alberta  T5M 3T7
Tel.: 780-454-3919
Toll free: 1-866-454-3919 www.westpenetone.com

MONTRÉAL
10,900 rue Sécant
Anjou, QC  H1J 1S5  
Tel.: 514-355-4660
Toll free : 1-800-361-8927

LEGEND
0 = MINIMAL RISK 
1 = SLIGHT RISK 
2 = MODERATE RISK
3 = SERIOUS RISK 
4 = SEVERE RISK

PHYSICAL PROPERTIES

PERSONAL 
PROTECTION 

Security equipment

SIMDUT 
Équipement de sécurité

WHMIS

FIRST AID 
MEASURES
EYE CONTACT 
Wash with plenty of water for 15 minutes. Consult  
physician if irritation develops or persists.
SKIN CONTACT
Wash with soap and water. 
INHALATION  
Give fresh air or artificial respiration. Consult 
physician.
INGESTION 
Do not induce vomiting.  Drink plenty of water and 
contact physician immediately.

IMPORTANT: Before using OXYBRITE, always be sure to read and follow precautions and  
directions for use appearing on the product container label and on the safety data sheet (S.D.S).

HEALTH 2

FLAMMABILITY 0

REACTIVITY 1

OXYBRITE
Oxygen-based stain remOver 

Appearance Clear liquid

Odour Pungent

Specific gravity @ 20oC 1.10

Viscosity Thin

pH Approx. 3.3

Flash point (TCC) None

Boiling point Approx. 104oC

Freezing point Approx. 0oC

Foaming tendency Nil

Concentration monitoring techniques Not applicable

Rinsing Excellent

Water solubility Complete

INCOMPATIBILITY

Strong alkali and oxidizing materials

AVAILABLE SIZES

20L 60L 120L 205L

WAREHOUSING PRECAUTIONS

Keep container closed when not in use


