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RAMSOL BCX

HEAVY-DUTY SOLVENT DEGREASER

RAMSOL BCX is a heavy duty solvent blend
designed for chemical circulation procedures where
the removal of asphaltenes and resins is required
from lines and vessels. It can be emulsified in water
to a low or high pH to customize foulant removal.
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DIRECTIONS
FOR USE

FEATURES & BENEFITS

« Disperses hydrocarbon sludge and foulant accumulation
upon application and rinsing

< Powerful and fast acting

 Safe on all hard metal surfaces

« Effective and efficient replacement for hot diesel cleaning Fi

STIERTNENEENI=0R  Saturates & polymeric materials, bitumen, resins, heavy oils, asphaltenes, etc.

(OETN eIl lIIE=8 May be used in combination with alkali, acid, and surfactant chemical cleaning or circulation
procedures. Rinse procedure recommended.

Consult with your local West Penetone sales representative for procedures best suited for your

application.

(Ololel=plie=li[o)  Most effective when used undiluted. Dilute to 2-5% v/v when used as part of a general chemical
cleaning procedure requiring film removal. When used as an additive in caustic cleaning, do not
exceed 1.6% v/v concentration. For removal of heavy deposition, use up to 18-25% v/v.”

WEERCINIEIEINEEN  Ambient when used at concentrate. 65°C-70°C recommended when used as part of chemical cleaning

procedure.

DITEIRTI (Ol EWRIINIEY 5 to 30 minutes, according to the amount and depth of foulant. Monitoring and centrifuging of retains
is recommended when used in circulation cleaning procedures. A water-soluble tracer or dye may be
required to distinguish phase separation where soils are sufficient to increase turbidity of the water
phase.




RAMSOL BCX HEAVY-DUTY SOLVENT DEGREASER

PHYSICAL
PROPERTIES

INCOMPATIBILITY

Appearence Clear, yellow liquid

Odour Solvent/citrus Acids, strong oxidizing agents

Specific gravity @ 20°C 0.895-0.900

Viscosity Not available WAREHOUSING PRECAUTIONS
pH Not applicable Keep containers tightly closed away
] s s from direct sunlight in a dry,
Flash point (TCC) 46°C (115°F) cool and well-ventilated place
Water solubility Emulsifies
- AVAILABLE SIZES
Boiling point Not available

Freezing point Not available

Foaming tendency Non-foaming

Rinsing Excellent

20L 205L | 1000L

Concentration monitoring techniques Not available

IMPORTANT
Before using RAMSOL BCX always be sure to read and follow precautions and directions for use appearing on the product’s
container label, and on the safety data sheet (S.D.S).

PERSONAL
FIRST AID MEASURES
PROTECTION
Eye contact
Rinse cautiously with water for several minutes. Remove contact lenses, if present
and easy to do. Continue rinsing. Immediately call a POISON CENTER or doctor/
physician.

Skin contact

Wash with plenty of water. If skin irritation or rash occurs, get medical advice/
attention. Take off contaminated clothing and wash before reuse.

Inhalation

If difficulties occur after mist/vapors/spray has been inhaled, remove person to fresh
air and keep comfortable for breathing. Call a POISON CENTER or doctor/
physician if you feel unwell.

Ingestion

Rinse mouth. Do NOT induce vomiting. Immediately call a POISON CENTER or
doctor/physician.
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