
Checklist for Application Conditions Appropriate for the Products in the Scavenger Product 
Line 

 

≥mm 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Is a batch quantity of fluid, 
such as wastewater or slop 
oil, requiring treatment? 

 

Any chemical 
handling concerns? 

Is it a continuous, such as in pipelines, or 
finite, such as a headspace, gaseous stream? 

NO 

NO 

Penetone 8500H 

Formula 1 (-SA) 
 

YES 

YES No formaldehyde 

NO 

YES 

YES Scavex AG (Conc.), 
Scavex WT (Conc.) 

No Triazine or 
Formaldehyde   

Is the predominant 
phase water or oil? 2 

Water 

Liquid phase circulation 

Other contaminants causing concern 
such as mercaptans? 

YES 

NO 

Will temperatures fluctuate 
and exceed 40oC?    

 

What is the desired method of 
product application? 

 3 

YES 
NO 

Temporarily? 

YES 

Formula 1-HFP, 
Scavex 

NO 

Scavex VP 

Low pH? 

YES 

Scavex AG, Scavex 
AG Concentrate 

NO 

Scavex 

YES 

Scavex VP 

YES 

Consult WP Technical 
Department 

NO Vapor phase co-injection Foam Injection 

YES 

Scavex WT, 
Penetone 8010WTS 

4 

NO 

1 
Is it a vessel or refinery unit requiring decontamination? 

Continuous injection 

Penetone 8502H, 
Penetone 8507H 

Finite scrubbing 

Penetone 
8500H, 
Formula 1 

Oil 

Scavex OS 


